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>From ???@??? Mon Oct 23 18:18:53 2000 -0500
Date: Mon, 23 Oct 2000 18:16:38 CDT
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 3017
Message-Id: <20001023231739.EC9502B3@devel43.theporch.com>

			    BOATANCHORS Digest 3017

Topics covered in this issue include:

  1) Re: 6146? & USS COLE fund
	by "russ dworakowski" <wb3fau@hotmail.com>
  2) Re: AM radio Hi Fi
	by "russ dworakowski" <wb3fau@hotmail.com>
  3) Re: Western Radio Amateur Magazine
	by "Arthur I. Larky" <ail0@lehigh.edu>
  4) Simpson Capacohmeter
	by "Arthur I. Larky" <ail0@lehigh.edu>
  5) Re: Western Radio Amateur Magazine
	by W0EOM@aol.com
  6) Speako-Phone Sound Detecter SDB. (Clandestine Listening Device)
	by "Bill Marx" <bmarx@bellsouth.net>
  7) Re: SX-28 VS. SX-28A (VS. SX-42)
	by "A.B. Bonds" <ab@vuse.vanderbilt.edu>
  8) Re: Odd straight key
	by Ed Zeranski <ezeran@concentric.net>
  9) Re: Odd straight key
	by Ed Zeranski <ezeran@concentric.net>
 10) Re: Western Radio Amateur Magazine
	by Neal McEwen <nmcewen@metronet.com>
 11) 
	by Kim Herron <kherron@voyager.net>
 12) RE: Dots and Dashes
	by Merz Donald S <merz.ds@mellon.com>
 13) Re: SX-28 versus SX-28A
	by "Roberta J. Barmore" <rbarmore@email.msn.com>
 14) Re: Western Radio Amateur Magazine
	by Richard Loken <richardlo@devax.admin.athabascau.ca>
 15) RE: Western Radio Amateur Magazine
	by "Ed Sieb" <sieb@sympatico.ca>
 16) RE: Line Matching Transformer??
	by Merz Donald S <merz.ds@mellon.com>
 17) Re: SX-28 versus SX-28A
	by W0EOM@aol.com
 18) Info request
	by jay_coward@agilent.com
 19) WEB
	by JESUS MENDEZ SENANDE <jmendez@readysoft.es>
 20) BC-939 TUNER INFO
	by Allan Culbert <Allan-Culbert@uiowa.edu>
 21) Bliley 1C: AC/DC 
	by Merz Donald S <merz.ds@mellon.com>
 22) Rejuvenating tubes
	by "John Gibson" <gibsonj@mindspring.com>
 23) Shure Bros 5B Microphone
	by "Dave prince" <davprin@gil.com.au>
 24) seeking
	by jay_coward@agilent.com

----------------------------------------------------------------------
From: "russ dworakowski" <wb3fau@hotmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: 6146? & USS COLE fund
Date: Sun, 22 Oct 2000 17:46:57 EDT
Mime-Version: 1.0
Content-Type: text/plain; format=flowed
Message-ID: <LAW2-F66NqOXPpZdP8l000092f6@hotmail.com>

On the JAN 6146s-  you should see a little less output
say 10 to 15 watts for the pair,  but no one is going
to hear a difference.  I would not load them higher than
200 ma.  but this is how I run them, and I never change
finals.
Russ


>From: "w2tu" <w2tu@email.msn.com>
>Reply-To: w2tu@email.msn.com
>To: Old Tube Radios <boatanchors@theporch.com>
>Subject: 6146? & USS COLE fund
>Date: Sat, 21 Oct 2000 10:19:49 -0400
>
>Hi all:
>     First, the tube question. In getting the radio room ready for the
>Buffalo winter (back to normal they say!) I found some tubes which were
>evidently spares for the Sonar amps. The 4-400A's definitly won't fit in 
>the
>ts870 but I would like to use the 6146's as spares. How do the JAN-6146
>compare to the 6146B the 870s uses? Any change in operating parameters
>needed?
>     The USS THE SULLIVANS DD537/DDG68Association is organizing a fund for
>the USS COLE sailors. For details see my website:
>http://www.geocities.com/~dd537  The "Happenings" page. It seems the USS 
>THE
>SULLIVANS DDG68 was refueled in Yemen only days before the COLE. Thanks for
>your attention.
>
>Paul B. W2TU/NNN0GNB
>
>
>

_________________________________________________________________________
Get Your Private, Free E-mail from MSN Hotmail at http://www.hotmail.com.
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From: "russ dworakowski" <wb3fau@hotmail.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: AM radio Hi Fi
Date: Sun, 22 Oct 2000 17:55:48 EDT
Mime-Version: 1.0
Content-Type: text/plain; format=flowed
Message-ID: <LAW2-F284TAGUjGnAKY0000964c@hotmail.com>

Hank, don't forget about Zenith floor consoles circa 1934
to 1944.  I have several copies-  great sensitivity-
and what audio! Russ


>From: Hank van Cleef <vancleef@adic.com>
>Reply-To: vancleef@adic.com
>To: Old Tube Radios <boatanchors@theporch.com>
>Subject: Re: AM radio Hi Fi
>Date: Sat, 21 Oct 2000 10:16:38 -0600 (MDT)
>
>I see some interesting discussions here of broadband AM broadcast band
>receivers.  There were several of these made in the US in the 1935-55
>period.  Terman describes one in some detail in the 2nd edition of
>"Radio Engineering."  I have two examples here: a 1949 Magnavox
>console with a CR-204 AM-FM tuner chassis, and a Pilot "Pilotuner"
>preamp with AM-FM tuner and phono preamp from 1954.  Don't have a
>model no. on the Pilot unit, as it is not on the front panel, and
>is sitting here under a small amplifier, lamp, and other stuff, so I
>can't turn it around very easily.
>
>Both units have 3-coil IF's, with a front panel switch to cut in the
>overcoupling coil.  The Magnavox has a 10Khz whistle filter in the
>audio chain.  This is to mute out adjacent channel whistles.  The
>Magnavox has two IF stages (three double-tuned transformers) on AM.
>The AM audio detector is half-wave, but AVC is developed from a
>separate circuit that taps off the plate side of the last IF through
>100 pf. to another diode.  With two 6SG7's in the IF, AVC on strong
>signals can run up to 15-17 volts of bias.  The unit has an amplifier
>section identified as "AVC amplifier" but this tube's function is to
>reduce B+ to the 6U5 eye tube on weak signals to increase eye tube
>sensitivity.  The Pilot unit is a bit more straightforward, cutting
>out the second IF for AM, and using a conventional detector/AVC setup.
>The Pilot unit has a signal strength meter that is a zero center
>movement and used as an FM centering meter.  Both units use
>limiter/discriminator FM detection.  Other sets that come to mind that
>have wide AM capability are the Farnsworth Capehart, the Hallicrafters
>SX-28 and S-27/36 lines, and the Hammarlund SP's.  The SP-200 differs
>from other setups in that the spacing of the IF coils was mechanically
>adjustable from the front panel, so that coil coupling could be
>varied.
>
>There were also several lesser known tuners and receivers, generally
>made by New York City area manufacturers and sold as "WQXR" receivers,
>to capture the wide bandwidth transmitted by that station on live
>performances.  Several of these were series filament AC-DC setups,
>because much of Manhattan was a 110 volt DC Edison area.  Most of
>these setups were capabable of passing 12-15 Khz. of audio right into
>the audio amplifier section.  The Hallicrafters setups (I measured an
>S-36A) were good for about 13 Khz, but with a slow rolloff---I was
>seeing 19khz. FM stereo pilot in the speaker output of an S-36A.  In
>earlier FM sets, the de-emphasis was at about 115 microseconds; these
>have to be changed for current use.
>
>Widening the bandpass of IF transformers can be done by several means.
>Hanging resistor loads across the coils will lower Q, widening things
>up a bit (at the price of lost amplification).  I also recall several
>articles in the '50's about heating the coil forms and sliding the
>coils closer together, which I think is a bit difficult to do and
>likely to be imprecise.  Much easier is to add a few Pf. of coupling
>cap between the hot (plate and grid) ends of the coils.  Measuring the
>effects of such changes is not what I'd call "simple" unless you are
>prepared to do it.  Q meter measurements of the coils alone, and the
>coils in series-aiding and series-opposing connection can be used to
>calculate coupling and theoretical bandpass.  More direct is to have a
>sweep oscillator setup and scope, where you can actually see the shape
>of the bandpass curve.  For 455 Khz +/- 10Khz, this is difficult to do
>directly, and a BFO setup using something like a Measurements 111
>crystal oscillator and a sweep oscillator centered on about 10.45 Mhz.
>is easier to conjure up, though a bit difficult to set up accurately.
>The Measurements oscillator has a detector built in for this purpose.
>
>My question about going through an exercise like this today would be
>to ask: what signals do you plan to receive with it?  Nowadays, there
>are tons of RFI producers, and I don't find AM usable in my apartment
>because of RFI problems.  Also, AM in the US has become pretty much
>talk radio, and both the AM and FM broadcast bands are full of
>over-compressed and badly-clipped signals.  AM is also now subject to
>frequency limiting at 10 Khz, which it was not in the 30's, 40's, and
>50's.  A good broadband receiver can't really do much with a degraded
>signal except pass it.
>
>As an aside, I noticed that the Magnavox tuner circuit was fairly
>close in design to the Hallicrafters S-40, on paper.  The execution in
>metal and wire has some details that are much fancier than
>Hallicrafters.  Of course, the Magnavox wasn't intended for amateur
>radio use, and cost several times what the S-40 sold for, although it
>also had things like a big cabinet, four loudspeakers, a hefty audio
>amp (20 watts), FM, and a phono.  You could, I suppose, put Magnavox
>IF transformers on an S-40 chassis and get some results, but I think
>that, for the most part, studies like these are pretty much paper
>exercises and more of historical interest.  Also, a Magnavox console,
>restored, makes a pretty good FM listener, and I use mine for that.
>
>Hank
>
>

_________________________________________________________________________
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Message-ID: <39F37B6B.75807D8A@lehigh.edu>
Date: Sun, 22 Oct 2000 19:42:35 -0400
From: "Arthur I. Larky" <ail0@lehigh.edu>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Western Radio Amateur Magazine
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit



Hue Miller wrote:

> I'm not quite ready to bite off another project - to say the least -
> but i have thought it would be interesting to list as many radio
> (technical) magazines as possible, and their dates of life.
> There are a few obscure ones out there (somewhere still,
> i hope.)   Short Wave Digest, FM & TV, Electron, GE Ham Notes,
> Bendix Radio Engineer....all of them pretty swell.

Don't forget "Amateur Radio Defense"
Art K3HBA

>
> Hue Miller

------------------------------
Message-ID: <39F38053.7DFDA161@lehigh.edu>
Date: Sun, 22 Oct 2000 20:03:32 -0400
From: "Arthur I. Larky" <ail0@lehigh.edu>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Simpson Capacohmeter
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I picked up one of these in Sellersville today.  Can anyone tell me
about it? Circuit, manual, how to use it?
Thanks,
  Art K3HBA

------------------------------
From: W0EOM@aol.com
Message-ID: <b3.220a2b5.2724ddbc@aol.com>
Date: Sun, 22 Oct 2000 20:18:04 EDT
Subject: Re: Western Radio Amateur Magazine
To: Old Tube Radios <boatanchors@theporch.com>
CC: boatanchors@theporch.com
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

a little info from a listing of over 300 amateur radio and radio publications:

Amateur Radio Defense    Nov 1940 thru july 1941

Short Wave Digest  - not found   - Short Wave Craft?  1930 - 1936

Fm and TV, Electron -  not found

GE  Ham  News  - 1946 - 1963   no GE ham Notes found\

Western Radio Amateur   Jan 1958  thru Aug  1962  was previously  West Coast 
Ham Ads  1954 - 1957
Renamed  Electronics Journal  Aug 1962

Will Jensby  Santa Clara, CA

------------------------------
Message-ID: <023b01c03c8c$41e09860$d7c14ed8@mia.bellsouth.net>
From: "Bill Marx" <bmarx@bellsouth.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Speako-Phone Sound Detecter SDB. (Clandestine Listening Device)
Date: Sun, 22 Oct 2000 20:57:42 -0400
MIME-Version: 1.0
Content-Type: text/plain;
	charset="Windows-1252"
Content-Transfer-Encoding: 7bit

I have been offered this unit and know nothing about it. I assume because of
the age it is no longer classified. Is it legal to sell it or posses it?

I think it is complete. There are headsets, connector cables, microphone and
the original manual. (TM-11 2541)

It is a clandestine device used by the Military during WW II for secretive
listening in adjacent rooms. Just like you see in the movies.

Is it a collectable? Are there those that collect these things? it sure is
intriguing and might look good by the bar for late night conversation....
Bill Marx W2CQ

------------------------------
Message-Id: <1.5.4.32.20001023014049.00991c70@mailhost.vuse.vanderbilt.edu>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Sun, 22 Oct 2000 20:40:49 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: "A.B. Bonds" <ab@vuse.vanderbilt.edu>
Subject: Re: SX-28 VS. SX-28A (VS. SX-42)

At 05:24 PM 10/21/00 -0400, you wrote:
>To: boatanchors@theporch.com
>
>Just out of curiousity, do the SX-28 & A suffer from same sort of
>difficulities as their successor SX-42, e.g. inaccessible bypass caps
>around bandswitch, bandswitch prone to destruction by same?
>
Well, it's a whole 'nother thang.

Having traveled deep into the shed of both critters, I will observe that
each has its share of nastiness.  The RF box is the principle problem with
both.  That of the 28 is much less crowded but no less inaccessible, since
it is buried in a tank-like structure.  And yup, the caps are under a whole
lot of stuff.  And yup, they leak (though they don't burn the switches, just
the power transformers).

Overall I consider the 28 a slightly easier restore.  You can take the RF
box apart with patience, about a 6-8 hour job start to finish.  (Find
instructions on Jim Hawkins' page, soon Phil Nelson's page).  While apart I
recommend replacing EVERY component, since you don't want to go there again.
I did a 28 but thought that the mica caps in the oscillator ought to be OK.
Boy, was I sorry, they drifted horribly.  I ended up having to eviscerate
the RF box twice.  Lesson learned.

The 28 sounds as good and performs about as well as the 42 on AM.  A mighty
fine set, and good for building your biceps, too.

                        73              A. B. Bonds

------------------------------
Message-Id: <4.2.0.58.20001022190040.009c9d10@pop3.concentric.net>
Date: Sun, 22 Oct 2000 19:07:17 -0700
To: Old Tube Radios <boatanchors@theporch.com>
From: Ed Zeranski <ezeran@concentric.net>
Subject: Re: Odd straight key
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

At 08:14 AM 10/21/00 -0400, James C. Garland wrote:
>Hi Gang,
>A friend gave me an old military or commercial key, and I wonder if 
>anybody knows what it is? It is marked "BRELCO NY" on top and has a metal 
>label marked CAQZ-26026, NXsr-60008, s/n 3814. I'm not a key collector, 
>and this may be as common as dirt, but I haven't seen one before. I posted 
>a snapshot of it at: http://www.muohio.edu/~4cx250b/key.jpg
>Thanks very much.
>73,
>Jim W8ZR
>
>
>I have one but #7549, good feeling key. They were used on a snap on leg 
>mount for mobile CW . A military key by the way. Am prettysure the basic 
>Brelco box / key movement  was used in other Navy keing situations.

------------------------------
Message-Id: <4.2.0.58.20001022191021.009c9180@pop3.concentric.net>
Date: Sun, 22 Oct 2000 19:14:58 -0700
To: Old Tube Radios <boatanchors@theporch.com>
From: Ed Zeranski <ezeran@concentric.net>
Subject: Re: Odd straight key
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

At 02:03 PM 10/21/00 -0400, Mike Feher wrote:


I  have one of the keys also and have seen it as part of a leg clamp for 
mobile / tactical CW.  I do think the same key guts were for the TBX as 
well but other folks have said no. Any authoritative data...anecdotal word??



>Jim -
>
>That key was used with the Navy's WWII TBX transmitter/receiver unit. The
>holes lined up, and, locked into, studs on top of the unit. 73 - Mike
>
>
>Mike B. Feher, N4FS
>89 Arnold Blvd.
>Howell NJ, 07731
>(732) 901-9193
>
>
>----- Original Message -----
>From: "James C. Garland" <4cx250b@miavx1.acs.muohio.edu>
>To: "Old Tube Radios" <boatanchors@theporch.com>
>Sent: Saturday, October 21, 2000 8:14 AM
>Subject: Odd straight key
>
>
> > Hi Gang,
> > A friend gave me an old military or commercial key, and I wonder if
>anybody
> > knows what it is? It is marked "BRELCO NY" on top and has a metal label
> > marked CAQZ-26026, NXsr-60008, s/n 3814. I'm not a key collector, and this
> > may be as common as dirt, but I haven't seen one before. I posted a
> > snapshot of it at: http://www.muohio.edu/~4cx250b/key.jpg
> > Thanks very much.
> > 73,
> > Jim W8ZR
> >
> >
> >

------------------------------
Message-ID: <39F39FDC.2B212E70@metronet.com>
Date: Sun, 22 Oct 2000 21:18:04 -0500
From: Neal McEwen <nmcewen@metronet.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Western Radio Amateur Magazine
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

"Arthur I. Larky" wrote:

> Don't forget "Amateur Radio Defense"

  Don't forget the old "Dots and Dashes", also
-- 
73 de K5RW, Neal McEwen, at "The Telegraph Office", nmcewen@metronet.com
         A WWW Page for Telegraph Key Collectors and Historians
             http://www.metronet.com/~nmcewen/tel_off.html

------------------------------
Message-Id: <3.0.6.32.20001023083205.007cb5a0@pop.voyager.net>
Date: Mon, 23 Oct 2000 08:32:05 -0700
To: Old Tube Radios <boatanchors@theporch.com>
From: Kim Herron <kherron@voyager.net>
Subject: 
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"


------------------------------
Message-ID: <20001023144329.23983.qmail@mellon.com>
From: Merz Donald S <merz.ds@mellon.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Dots and Dashes
Date: Mon, 23 Oct 2000 10:38:35 -0400
MIME-Version: 1.0
Content-Type: text/plain

Speaking of Dots and Dashes, the predecessor to RCA Ham Tips, I have exactly
one issue of this thing. It is undated (just marked "No. 5") but it came
attached to a January, 1937 issue of the Aerial Club newsletter. The Aerial
Club was apparently a ham club based in Akron, Ohio, and the worthy
successor to the Akron Progressive Short Wave Radio Association.

If anyone has any other issues of D&D, I would like to get copies. If anyone
needs a copy of this issue, I will be happy to send one along--just send me
your address.

73, Don Merz, N3RHT


> -----Original Message-----
> From:	Neal McEwen [SMTP:nmcewen@metronet.com]
> Sent:	Sunday, October 22, 2000 10:18 PM
> To:	Old Tube Radios
> Cc:	Old Tube Radios
> Subject:	Re: Western Radio Amateur Magazine
> 
> "Arthur I. Larky" wrote:
> 
> > Don't forget "Amateur Radio Defense"
> 
>   Don't forget the old "Dots and Dashes", also
> -- 
> 73 de K5RW, Neal McEwen, at "The Telegraph Office", nmcewen@metronet.com
>          A WWW Page for Telegraph Key Collectors and Historians
>              http://www.metronet.com/~nmcewen/tel_off.html

------------------------------
Message-ID: <006501c03d09$612fdaa0$c05e0387@satellite>
From: "Roberta J. Barmore" <rbarmore@email.msn.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: SX-28 versus SX-28A
Date: Mon, 23 Oct 2000 10:53:23 -0500

Hi!

   --Well, my factory techs are off in a snit here at Transmitterland, 'cos
I won't let them put the new stuff in with clipleads and baling wire, so I
have a sec to take a stab at this....

Russ wrote:
"My question is what improvements are
there in the A model?  Hallicrafters has a history
of coming up with a new front panel, but essentially
same old radio behind the panel."

   The SX-28/-28A has exactly the opposite problem!  Perhaps as a result of
war production and a policy of incorporating improvements as they were thunk
up, there are a lot of sets around that say "SX-28" on the front panel, but
are an SX-28A inside!  ...Or *mostly* A, or *some* A....  It looks as if,
when they'd accumulated enough changes, Hallicrafters added an "A" to the
new front panels and kept on Hallicrafting.

   Realistically, there's not that much useful difference.  The -28A's coil
boxes are a little easier to take apart.  The plain-stock 28 hasn't got a
line fuse.  Either one, in good shape, is a very fine receiver.  All SX-28s
are *very* heavy and have a deep, crowded chassis, with well-laced wiring
harness just to add to the servicing enjoyment.  Circuit changes between the
two models are, IMO, minor.

   They're worth fixing, if you have the time and upper-body strength!

   73,
   --Bobbi

Roberta J. (Bobbi) Barmore  KB9GKX  "RJ"  rbarmore@email.msn.com
         SOWP 5598-TA * FISTS 3388 * ARRL * RSGB * WIA
   Builder, restorer and user of vintage keys and tube-type ham gear

[on many models]
For the sake of arguement the SX-28A is by many
sources supposed one of their best efforts.  Russ




------------------------------
Date: Mon, 23 Oct 2000 10:37:53 -0600 (MDT)
From: Richard Loken <richardlo@devax.admin.athabascau.ca>
Subject: Re: Western Radio Amateur Magazine
To: Old Tube Radios <boatanchors@theporch.com>
Cc: Old Tube Radios <boatanchors@theporch.com>
Message-id: 
 <Pine.PMDF.3.95.1001023103313.541076702G-100000@devax.admin.athabascau.ca>
MIME-version: 1.0
Content-type: TEXT/PLAIN; charset=US-ASCII

On Sun, 22 Oct 2000 W0EOM@aol.com wrote:

Electron -  not found

The was a genral electronics magazine (of the same content type as Popular
Electronics or Electronics Illustrated) published in Canada in the 1960's
named "Electron".  It was not bad and lasted maybe five years.

I was a charter to grave subscriber and used to have them all but they are 
likely all gone now, if not then they are in my parents cellar out in windy
rural Saskatchewan.
---
   Richard Loken VE6BSV, Systems Programmer - VMS  
   Athabasca University
   Athabasca, Alberta Canada
   ** richardlo@admin.athabascau.ca **

------------------------------
From: "Ed Sieb" <sieb@sympatico.ca>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Western Radio Amateur Magazine
Date: Mon, 23 Oct 2000 12:49:41 -0400
Message-ID: <LOBBJHOLOOHLIPLONIAFCEMKDEAA.sieb@sympatico.ca>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Electron:

The Editor was a ham, Ernie Welling, VE2YU and the magazine had
fairly extensive ham coverege and frequent ham articles.

I have a few copies in my pile 'o debris in the garage.

Ed
VA3ES


> -----Original Message-----
> From:Richard Loken  Monday, October 23, 2000 12:38 PM
> 
> The was a genral electronics magazine (of the same content type 
> as Popular  Electronics or Electronics Illustrated) published in 
> Canada in the 1960's named "Electron".  It was not bad and lasted 

------------------------------
Message-ID: <20001023165542.24868.qmail@mellon.com>
From: Merz Donald S <merz.ds@mellon.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Line Matching Transformer??
Date: Mon, 23 Oct 2000 12:50:44 -0400
MIME-Version: 1.0
Content-Type: text/plain

Thanks to everyone who replied to this question. It appears that the 10W tap
on these is 490-499 ohms which ought to be close enough to 600 ohms for my
simple RTTY-feed lashup. So these guys are being elevated from junkbox to
patchbay. 

Thanks again.
73, Don Merz, N3RHT


> -----Original Message-----
> From:	James Hanlon [SMTP:knjhanlon@uswest.net]
> Sent:	Thursday, October 19, 2000 10:56 PM
> To:	merz.ds@mellon.com; boatanchors
> Subject:	RE: Line Matching Transformer??
> 
> Don,
> 
> Permit me a formula or two.  Power = Voltage squared /
> Resistance.
> 
> So, Resistance = Voltage squared / Power.
> 
> Voltage squared = 70.7 x 70.7 = about 5000.
> 
> The 10 watt tap will then correspond to an impedance of
> 5000/10 = 500 ohms.  The 5 watt tap would correspond to an
> impedance of 5000/5 = 1000 ohms.  Your best bet to match 600
> ohms is to use the 10 watt tap.  As I recall, I've got one
> or two transformers like yours, and the 10 watt tap does a
> good job for me.
> 
> Jim, W8KGI

------------------------------
From: W0EOM@aol.com
Message-ID: <74.423d71c.2725ce67@aol.com>
Date: Mon, 23 Oct 2000 13:24:55 EDT
Subject: Re: SX-28 versus SX-28A
To: Old Tube Radios <boatanchors@theporch.com>
CC: boatanchors@theporch.com
MIME-Version: 1.0
Content-Type: text/plain; charset="US-ASCII"
Content-Transfer-Encoding: 7bit

another question  - I have seen an SX-28 with 'light grey or silver' panel.  
appeared original.  was it.?

Will  Jensby

------------------------------
Message-ID: <FEEBE78C8360D411ACFD00D0B7477971DE11E4@xsj02.sjs.agilent.com>
From: jay_coward@agilent.com
To: Old Tube Radios <boatanchors@theporch.com>
Cc: eb_keller@agilent.com
Subject: Info request
Date: Mon, 23 Oct 2000 09:55:42 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"

Hello Groups,
 A friend is looking for a schematic and any information pertaining to
BC-310,possibly part of SCR-224(?).He tells me it covers 150-1500 Kc and is
a DF receiver.
 His e-mail is:
   eb_keller@agilent.com
Thanks,
       Jay

------------------------------
Message-ID: <39F46E14.26F@readysoft.es>
Date: Mon, 23 Oct 2000 18:57:56 +0200
From: JESUS MENDEZ SENANDE <jmendez@readysoft.es>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: WEB
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Dear friends: Perhaps my database has some utility for you:
http://www.radio.atfreeweb.com

Best  73,s      JES-EA1JO

------------------------------
Message-Id: <3.0.1.32.20001023155154.006fc280@blue.weeg.uiowa.edu>
Date: Mon, 23 Oct 2000 15:51:54 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Allan Culbert <Allan-Culbert@uiowa.edu>
Subject: BC-939 TUNER INFO
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Folks,

Looking for a schematic, hopefully with component values, of the BC-939,
(which if I have not transposed numbers) is the tuner for the BC-610
transmitter which was used for the short whip antenna.

Thanks.


Al, K0AL

------------------------------
Message-ID: <20001023220019.9297.qmail@mellon.com>
From: Merz Donald S <merz.ds@mellon.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Bliley 1C: AC/DC 
Date: Mon, 23 Oct 2000 17:55:28 -0400
MIME-Version: 1.0
Content-Type: text/plain

I have one of these Bliley 1C, nearly the same as the 1A, crystal-controlled
oscillators. It's the one with the orange face and all the common IF
frequencies on a switch. Mine works perfectly. But this is an AC/DC device.
Usually, I am working on a grounded device. Do I always have to run the
Bliley on an isolation transformer for safety? I don't think I can ground
the chassis by switching it over to a 3-wire line cord because it has a
negative floating ground (sez the manual). What say you?

73, Don Merz, N3RHT

------------------------------
Message-Id: <200010232206.SAA22498@tisch.mail.mindspring.net>
Date: Mon, 23 Oct 2000 15:13:45 +0100
Subject: Rejuvenating tubes
From: "John Gibson" <gibsonj@mindspring.com>
To: Old Tube Radios <boatanchors@theporch.com>
Mime-version: 1.0
Content-type: text/plain; charset="US-ASCII"
Content-transfer-encoding: 7bit

   The Nov 2000 issue of Electronics World has an article on rejuvenating
NOS tubes which have deteriorated in storage. i.e.

    "gassy tubes", bake at 120C for 12 hours

    "Heater/cathode leakage", run heater at 150% of normal for a while while
rechecking now and then.

    "Cathode poisoning" (cathode interface), run with cathode current above
normal with heater voltage set at 150%.


  The author notes that these are kill or cure methods!

------------------------------
Message-ID: <004b01c03d3f$3d79cb80$62332fca@davprin>
From: "Dave prince" <davprin@gil.com.au>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Shure Bros 5B Microphone
Date: Tue, 24 Oct 2000 08:18:55 +1000
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Hello BA'ites

Picked up the above microphone mounted on springs in a mic ring. Can
someone give me some info on this, please?

Cheers

Dave Prince
davprin@gil.com.au
Ipswich, Queensland, Australia

------------------------------
Message-ID: <FEEBE78C8360D411ACFD00D0B7477971DE11F5@xsj02.sjs.agilent.com>
From: jay_coward@agilent.com
To: Old Tube Radios <boatanchors@theporch.com>
Subject: seeking
Date: Mon, 23 Oct 2000 16:56:31 -0600
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"

Hello Group,
 I'm looking for a couple of things for a friend and I apologize if this is
not the correct venue;maybe someone may direct me to another list.
 First:A Blaupunkt tube table radio,AM,FM,SW not sure of the model number.My
friend had one in college,late 50's,early 60's and it was stolen.He would
like to find something to replace it.From his description it was typical
Euro style like Grundig,Nordmende etc.Any info or sources would help.I never
knew Blaupunkt made table radios.
 Second:An extension speaker for the KLH Model 21 FM receiver.Same cabinet
size and grill material as the receiver.
Thanks,
       Jay

------------------------------
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